
Semi automatic
bun and roll
divider and
moulder
DOPAS

Automatic bun
and roll divider
and moulder
ADOS

dough moulding

Gentle treatment of dough.

Wide array of possible fields
of use.

Simplicity of operation.

Advantages:

T h e  R e c i p e  f o r  a  S u c c e s s f u l  B a k e r y
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SEMI AUTOMATIC BUN AND ROLL DIVIDER AND
MOULDER DOPAS AND AUTOMATIC BUN AND ROLL
DIVIDER AND MOULDER ADOS

Advantages:
Simplicity of operation.

Being space-saving and silent-operating they can
be both set in a visible place in a shop, restaurant,
pizzeria, ...

The machines have a  solid construction and are
made of quality materials ensuring long life-time
and minimal maintenance requirements.

Machines are movable on castors.

Both DOPAS and ADOS are used in the bread pastry production. They are designed for dividing and round-
moulding of dough. Although they are both designed for batch dividing and moulding, they can be employed
even in the busiest production.
There are two main process phases: the phase of pressing and dividing and the phase of round moulding.
Various versions of the machine are available differing in the number and weight of divided dough pieces
per single working cycle.
The difference between DOPAS and ADOS is that the latter’s operation is completely automatic.

Basic version of DOPAS includes:
- tin head with knives
- three dividing trays

Basic version of ADOS includes:
- tin head with knives
- three dividing trays
- electronic control panel (PLC)

Options:
- additional dividing trays

MACHINE DOPAS 14

Technological and technical characteristics:
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Number of divided pieces (pcs/division)

Machine capacity (pcs/h)

Dividing weight range (g)

Power input (kW)

DIMENSIONS:

Machine dimensions with handle (mm) (l/w/h)

Machine weight (kg)

DOPAS 20 DOPAS 30 DOPAS 36

14

1500

100-300

0,75

620x622x2200

350

20

2100

60-160

0,75

620x622x2200

350

30

3200

40-120

0,75

620x622x2200

350

36

3800

30-80

0,75

620x622x2200

350

MACHINE ADOS 2000/14 ADOS 2000/20 ADOS 2000/30 ADOS 2000/36

Number of divided pieces (pcs/division)

Machine capacity (pcs/h)

Dividing weight range (g)

Power input (kW)

DIMENSIONS:

Machine dimensions with handle (mm) (l/w/h)

Machine weight (kg)

14

3700

100-300

1,7

646x663x1558

375

20

5300

60-160

1,7

646x663x1558

375

30

8000

40-120

1,7

646x663x1558

375

36

9500

30-80

1,7

646x663x1558

375

Gostol-Gopan d.o.o., Prvomajska 37, 5000 Nova Gorica, Slovenia

info@gostol-gopan.si www.gostol-gopan.si

More information can be obtained by dialing
+386 5 33 07 100 or e-mailing to info@gostol-gopan.si

Phone: +386 5 33 07 100, +386 5 33 07 121 Fax: +386 5 33 07 102
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ADOS DOPAS


